DISCLAIMER

1. **This data is not covered by any warranty.** MnDOT does not provide any warranty, express or implied, that the data is complete, accurate, up-to-date, or suitable for your intended use. This “disclaimer of warranties” applies even if you tell MnDOT how you plan to use the data.

2. **The data is provided “As Is”.** You accept all risks associated with using this data including, but not limited to: erroneous data, or incomplete data.

3. **You are responsible for how you choose to use this data, and MnDOT is not responsible.** It is up to you to determine whether and how to use this data. You are solely responsible for all risks and consequences arising from deciding to use this data. You cannot sue or make a claim against MnDOT in connection with using this data. MnDOT is not responsible for any damages resulting from your use of the data. This exclusion and waiver of damages applies regardless of whether those damages are actual, direct, indirect, consequential, incidental, special, or exemplary. MnDOT is not responsible for how you use the data even if you tell MnDOT how you plan to use the data.

**Clearances on MnDOT Trunk Highways**

This MnDOT trip planner for vertical clearances on state Trunk Highways is strictly a guide to identify vertical clearances and owner contacts.

Because of physical changes to highways and other possible inconsistencies due to natural phenomena (expansion and contraction of highway facilities due to temperature, natural or unnatural material deposition on the pavement, other transient and lasting unforeseen events, etc.), new construction, pavement overlays, lane reconfiguration, etc., it cannot be guaranteed. As stated on all permits in accordance with state law, the operator is responsible to identify, navigate and clear all obstructions. It is the responsibility of the permit applicant to submit a Minnesota Pre-Trip Physical Route Survey, when exceeding an overall height of 16’0”, or an overall width of 20’0” wide, of the proposed route and provide for safe maneuvers around the obstruction or detours as necessary.

Due to the variations in structure clearance, users should not assume that clearance is in excess of what is published, and shall conduct a pre-trip physical route survey and meet the requirements of MnDOT Oversize/Overweight Permits to assure safe passage.